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With security lock nut

CSF SeriesH Y D R A U L I C  C Y L I N D E R S

Working pressure: 700 kg/cm2/10.000 psi.

All pistons have a salt bath nitriding
treatment to  resist corrosion.

With built-in bronze guide for easier sliding
of piston.

These cylinders are fitted with a removable
grooved saddle, pressure mounted or
screwed in  the  piston head. They are also
equipped with a high flow female quick
coupler with dust cap, ref. A-5507-H.

Carry handles on models weighing from 20
kg/44 lbs to 40 kg/88 lbs  Heavier models
are fitted with eye hooks for transport.

The mechanical lock of load is effected by
a safety lock nut at the piston extension
desired.

Particularly recommended for foundations
support  in construction, bridge building
and maintenance of heavy machinery in
public works or steel industry, specially
when load must be kept on hold for long
periods.

The safety lock nut allows disconnection
of the pump and ensure total safety
conditions when operating under the load.

Cross section view

With tilting saddle ( optional )

CSF-31 SERIES
CSF-55 SERIES
CSF-93 SERIES
CSF-200 SERIES
CSF-300 SERIES
CSF-400 SERIES
CSF-500 SERIES
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BCSRA-55
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BCSB-400
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Oil volume WeightDimensions  mm/in.

J K

B1, C1 with tilting saddle

lbs.mm. in.
660

1176
1992
4252
6506

10843
8780

14633
10960
18265

40,3
71,8
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259,6
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669
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22 5/8
25 5/8
33 7/8
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272
293
326
374
435
545
450
560
475
585

10 11/16

11 1/2
12 13/16

14 3/4
17 1/8
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15/16

1 27/32

2 7/16

3 1/16

3 7/16

3 9/16
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5/64
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Single-acting, load return


